Mo)apoycTonumBeble
MOHTa)Hble Kabenu
Fire Resistant
Installation Cables

3. 1. CTPOUTE/IbCTBO / CONSTRUCTION

1. [MBKMM MeOHbIN MPOBOAHMK
2. BesranoreHoBag orHesalmTHaa nsonauma (HFFR)
3. BHebeH30nbHasa orHesalmTHaa obonodka (HFFR)

1. Flexible Copper Conductor
2. Halogen Free Flame Retardant (HFFR) Insulation
3. Halogen Free Flame Retardant (HFFR) Outer Sheath

[ CTAHOAPTBI: TS EN 50525-3-T1, VDE 0250 |

TEXHUYECKME OAHHDBIE TECHNICAL DATA
Makc. paboyas TeMnepaTypa: 70°C Max. Operating Temp: 70°C
MuHUManbHbIN paguyc Usrmba: 12xD Min. Bending Radius: 12xD
TeMrnepaTypa KOPOTKOro 3aMblKaHUSA:  160°C Max. Short Circuit Temp: 160°C
HoMuHanbHoOe Hanpsa)XeHue: 300/500 V Rated Voltage: 300/500 V

OBJIACTU NPUMEHEHUSA / APPLIC

OTOT TMN Kabensa npegrnodTUTeneH B cpedax, rae rnoxwapHaa 6e30MacHOCTb MMeeT 6ofbluoe
3HadyeHMe. [lo3TOMYy OHM KMAeanbHO MOOXOAAT [ON1F MOXXAPOOMacCHbIX 30H, TakMX Kak
HedTenepepabaTbiBaloLLMe 3aBOObl, OTENN, LUKOMbl, TYHHENW, BbICOTHble 3OaHUd, GOMbHULbI U
LLleHTPbl 06pabOTKM AaHHbIX, @ TAKXKe BUM3HEeC-LEeHTPbI C BbICOKOM MAOTHOCTbIO Mtoaei

This type of cable is preferred in environments where fire safety is of high importance. Therefore,
they are ideal for fire-sensitive areas such as refineries, hotels, schools, tunnels, high-rise buildings,
hospitals, and data processing centers, as well as business centers where there is a high density of
people.



HOMUHANBHOE MpuMepHbIi S CTaHOapTHbIN C‘T_I”p%fg':ifj:a”e TeK)éﬁg;%ﬂ%gEKBHaq
e (] BHELLHUI AnameTp i R AnvHa AocTaBKM | | nocrosHHOMY ToKy
(MM) (m) npu 20°C (OM/km) B 3emrne (A)
Non;ina] Cross ; Overall Net Weight Standard Delivery anductor DC° Current Carrying Capacity In
ectlcin Diameter (mm) e g Length Resistance at 20°C
(mm?2) Approx (m) (ohm/km) Ground (A)
HOSZ1Z1-F
2x0.75 6 55 100 26 6
2x1 64 63 100 19.5 10
2x1.5 7.2 8l 100 133 16
2x2,5 89 127 100 7,98 25
2x4 102 174 100 4,95 34
3G 075 6,5 63 100 26 6
3G1 68 74 100 19.5 10
3G15 79 100 100 133 16
3G 25 97 156 100 7,98 25
3G4 1Al 220 100 4,95 34
4x0,75 7.3 8l 100 26 6
4x1 77 97 100 19.5 10
4x1.5 88 126 100 133 16
4x2,5 10,6 193 100 7.98 25
4x4 121 272 100 4,95 34
5G 0,75 79 99 100 26 6
5G1 84 17 100 19.5 10
5G 15 9.8 160 100 133 16
5G 2,5 1.8 242 100 7,98 25
5G4 137 344 100 4,95 34




